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Cutting DisC tECHnOLOgY

ECO CHiPs

270 ° ADJustABLE CHiMnEY

PiLOt sYstEM

FOLDing HOPPER

1- Cutting DisC tECHnOLOgY equipped with 2 blades (ease of access) 

2- CLutCH with belt tensioner

3- HingED FEED HOPPER for transport

4- 2 FEED ROLLERs with a width of 194 mm / adjustable feed speed

5- PiLOt sYstEM Combined machine control and monitoring 

6- DisCHARgE CHutE rotatable around 270°

THE SMALL AND COMPACT WOOD CHIPPER

Ref WS1014SP

Engine KOHLER COMMAND 
PRO CH 440

Power 14 HP/10,5 kW

Engine swept volume cm3 426 cm3        1 Cyl

Fuel Petrol

Clutch Engine tension

Cowling Metal safety hoods

Admissible diameter 10 cm

Disc diameter 450 mm

Disc weight 49 kg

Blade 2

Feed roller 2

Feed roll width 200 mm

Feed roll diameter 140 mm

No. Of axles
Allowable road weight axles

2

Tyre dimensions 400x86 PR/16x6,50-8

Tank capacity 7,5 L

Consumption 3,5 L/h

Multidirectionnal chimney 270°

Chimney outlet height 1850 mm

Machine weight 515 kg

Hopper dimensions (LxW) 1510  x 700 mm

Hopper loading height 780 mm

L x W x H 2400 x 800 x 2000 mm


