
LF 130 LT is a heavy, fast-operating forward plate compactor, ideal for compacting thin to medium
layers of granular soils. The unique plate shape and optimised speed enable fast and easy
compaction with high production rates. The exclusive, patented low-vibration handle protects you
from unhealthy vibration levels and the compact design with foldable handle make transportation
and storage easy.

LF 130 LT HATZ
967 89 69‑01

Hatz 1B20

3,2 kW

Recoil

757 g/kWh

Diesel

Soil

95 Hz

20 N

22 m/min

500 mm

960 mm

Art. nr.:

FORWARD PLATE LF 130 LT Hatz

967 89 69‑01

Husqvarna LF 130 LT

PLAATBREE
DTE (MM)

500
mm

GEWICHT

142
kg

CENTRIFUGA
LE KRACHT,

N

20
N

ALLE SPECIFICATIES
LF 130 LT

MOTOR

Motor/engine model(nieuw)

Vermogen (Volgens opgave van de motorfabrikant)

Starter

Uitlaatgassen (CO2 EU V)

Aandrijving

SPECIFICATIES

Compaction application

Frequentie, Hz

Centrifugale kracht, N

Snelheid

AFMETINGEN

Plaatbreedte (mm)

Product afmeting, lengte

https://www.husqvarnaconstruction.com/nl/trilplaten/lf130lt-2/#
https://www.husqvarnaconstruction.com/nl/trilplaten/lf130lt-2/#


LF 130 LT HATZ
967 89 69‑01

500 mm

1.122 mm

142 kg

104 dB(A)

103 dB(A)

6,8 m/s²

1,1 m/s²

VERWANTE PRODUCTEN EN ACCESSOIRES

RESERVEONDERDELEN

ALLE SPECIFICATIES
LF 130 LT

Product afmeting, breedte

Product afmeting, hoogte

Gewicht

GELUIDSNIVEAU

Geluidsdrukniveau (LWA)

Geluidsdrukniveau bij oor van de gebruiker

TRILLINGEN

Trillingen op linkerhandgreep

Trillingen op rechterhandgreep


