
LG 504 is a powerful, reliable reversible plate compactor to efficiently compact deep and medium-
deep granular soil. It makes an effective alternative/complement to rollers when compacting in
confined areas. It is equipped with a Hatz 1D81Z diesel engine and features an ergonomic, service-
friendly design.

LG 504 HATZ |
550 MM | CI |
EL
967 85 55‑04

LG 504 HATZ |
700 MM
(550+2X75) |
CI | EL
967 85 55‑05

LG 504 HATZ |
550 MM | EL
967 85 55‑06

LG 504 HATZ |
700 MM
(550+2X75) |
EL
967 85 55‑07

LG 504 HATZ |
550 MM |
MAN
967 85 55‑08

4-stroke air-cooled 4-stroke air-cooled 4-stroke air-cooled 4-stroke air-cooled 4-stroke air-cooled

9.1 kW 9.1 kW 9.1 kW 9.1 kW 9.1 kW

Diesel Diesel Diesel Diesel Diesel

Electric Electric Electric Electric Recoil

975 g/kWh 975 g/kWh 975 g/kWh 975 g/kWh 975 g/kWh

Diesel Diesel Diesel Diesel Diesel

65 N 65 N 65 N 65 N 65 N

Art nr:

PRODUCT VARIANT

REVERSIBLE PLATE LG 504 Hatz | 850 mm | EL

967 85 55‑11

Husqvarna LG 504

PLATE
WIDTH

850
mm

WEIGHT

513
kg

CENTRIFUGA
L FORCE

65
N

ALL
SPECIFICATIONS
LG 504

ENGINE

Motor/engine model

Output power (As

rated by the

engine/motor

manufacturer)

Power/fuel type

Starter

Exhaust emissions

(CO2 EU V)

Power source

SPECIFICATIONS

Centrifugal force

https://www.husqvarnaconstruction.com/int/compactors/lg504/?article=967855511#
https://www.husqvarnaconstruction.com/int/compactors/lg504/?article=967855511#


LG 504 HATZ |
550 MM | CI |
EL
967 85 55‑04

LG 504 HATZ |
700 MM
(550+2X75) |
CI | EL
967 85 55‑05

LG 504 HATZ |
550 MM | EL
967 85 55‑06

LG 504 HATZ |
700 MM
(550+2X75) |
EL
967 85 55‑07

LG 504 HATZ |
550 MM | MAN
967 85 55‑08

32 m/min 32 m/min 32 m/min 32 m/min 32 m/min

Yes Yes No No No

550 mm 700 mm 550 mm 700 mm 550 mm

550 mm 700 mm 550 mm 700 mm 550 mm

470 kg 499 kg 470 kg 499 kg 470 kg

109 dB(A) 109 dB(A) 109 dB(A) 109 dB(A) 109 dB(A)

108 dB(A) 108 dB(A) 108 dB(A) 108 dB(A) 108 dB(A)

RELATED PRODUCTS AND ACCESSORIES

SPAREPARTS

ALL
SPECIFICATIONS
LG 504

Speed

Compaction indicator

DIMENSIONS

Plate width

Product size width

Weight

SOUND AND NOISE

Sound power level,

guaranteed (LWA)

Sound pressure level

at operators ear




