
Technical data
Max. torque  4.7 ft-lbs

RPM  5000

Rated voltage 21.6V

Weight 2.2 lbs

Order information
Description Item number

SD 5000-A22 2236890

Accessories
Description Item number

Screw magazine extension tube SME 304495

Screw magazine SD-M1 02 2208484

Power bit S-SY PH2 81/3-1/4" – 5-pk 2039290

Power bit S-SY PH2 81/3-1/4" – 10-pk 2039291

Screw magazine SD-M2 02 2208485

Driver bit S-SY PH2 102/4" – 5-pk 2131008

Driver bit S-SY PH2 102/4" – 10-pk 2131009

FASTEN DRYWALL FASTER
Cordless drywall screwdriver SD 5000-A22

The upgrade you’ve been waiting for — Hilti’s new 
drywall screwdriver SD 5000-A22 has been optimized 
with a brushless motor allowing for increased setting 
speeds while maintaining market leading torque. 

We’ve also reduced the weight by over 1/2 
pound, added an LED light, and improved on the 
already preferred ergonomics — all to provide 
you the best user experience possible.

Combine the SD 5000-A22 with our innovative 
collated screw magazine SD-M2 for a premium 
lightweight system for hanging drywall fast. 

APPLICATIONS AND 
ADVANTAGES
• Brushless motor — virtually maintenance-free to 

minimize tool downtime
• Upgraded ergonomics — 0.7 lbs lighter than the first-

generation, with a well-balanced design that sits 
firmly in the user’s grip

• Bright LED provides direct illumination of the work 
surface

• Built for precise control — redesigned switch 
and electronic brake help you balance faster 
progress with consistent results
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Hilti, Inc.  
1-800-879-8000 | en español 1-800-879-5000
www.hilti.com

Hilti (Canada) Corporation  
1-800-363-4458
www.hilti.ca

Tool warranty. 
Some limitations apply. 
Contact Hilti for details. 


